CQ Clevertronics

ARGO CIRCULAR PRO
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Pro Weatherproof Circular
Emergency Light

Argo Circular Pro is a durable, weather-resistant
circular emergency luminaire designed

for medium to large open spaces, public
amenities and architectural environments.
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Its high-performance optical system ensures
dependable illumination even in demanding
conditions, supported by an IP-rated enclosure

for outdoor suitability. Features and Benefits

Enhanced with L10 Nanophosphate battery

technology, Argo Circular Pro delivers extended - Tested to BS EN 60598-2-22 -
life, lower maintenance demands and a . Switchable Colour surface | SIS
10-year warranty — making it a reliable (3000K / 4000K / 5700K)

long-term solution for both indoor and outdoor

emergency applications. IP65 Ingress Protection SugEiizd]

IKO8 Impact Rating

g)(4
25

Applications ‘ 10Vear
- Class Il double insulated LNP Warranty,
Apartments Car Parks - Lithium Nanophosphate battery &‘
P65
@ Factories Railway Stations

Schools Sports Facilities
L1 O LITHIUM
NANOPHOSPHATE
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ARGO CIRCULAR PRO

ORDERING INFORMATION
Standard - White
Standard - Black
Motion Sensor
DALI-2 Driver

Clevertest Plus System Compatible

TEST OPTIONS / PART #

DALI-2 Emergency*

Zoneworks® HIVE*
Carton Quantity
Weight - Single (Carton)

Dimensions (Diameter x H)

L10 MAINS
ARGOCIRCPRO-L10-WHT ARGOCIRCPRO-WHT
ARGOCIRCPRO-LIO-BLK ARGOCIRCPRO-BLK

ARGOCIRCPRO-SEN-L10-WHT ARGOCIRCPRO-SEN-WHT
ARGOCIRCPRO-DD-L1I0O-WHT ARGOCIRCPRO-DD-WHT
Yes -

ARGOCIRCPRO-L10-D2-WHT -
ARGOCIRCPRO-L1I0-HVG-WHT -

1.5kg 1.3kg

330mm x 84mm

* For motion sensor version add -SEN to the product code as per following example: ARGOCIRCPRO-SEN-L10-D2-WHT, or DALI Driver: ARGOCIRCPRO-DD-L10-D2-WHT.

For Black variants, replace WHT with BLK

TECHNICAL SPECIFICATIONS

Construction - Body
Construction - LED Cover
Voltage (V) Frequency (Hz)

Power Consumption (Standby / Lamp On)

Lamp

Total Lumen Output

Operating Temperature
Ingress Protection Rating (IP)
EMERGENCY SPECIFICATIONS
Operating Mode

Battery Type

Voltage (V) / Capacity (mAh)

Charging Method

LUMINAIRE CLASSIFICATION

Without Automatic Testing
With Automatic Testing

L10 MAINS

UV Stablised
UV Stablised
220-240V (50Hz)
(See Table on next page)

3000K Warm White, 5700K Cool White, (CRI) Ra>80
L'70/B50 Ta 40°C; LM80 Report >102,000hr, Projected 270,000hrs
L.80/B20 Ta 40°C; LM80 Report >100,000hr, Projected 100,000hrs
L90/B10 Ta 40°C; LM80 Report 43,000hr, Projected 43,000hrs"

(See Table on next Page)
0°c to 40°
P65

L10

Sustained
Lithium Nanophosphate
3.3V/5000mAh

Intelligent current limited constant voltage

Lo

2 A 180
2 AF 180
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ARGO CIRCULAR PRO

NO SENSOR

POWER Standby Charge / : LUMENS //WATT

CONSUMPTION it (Lo G Main Lamp On LUMEN OUTPUT u s/

OUTPUT HIGH L10 MAINS L10 MAINS L10 MAINS
_ 16.9W 16.5W 1966Im 1966Im 163 Im/W 19.2 Im/W

4000K DEFAULT 16.5W 161W 2034Im 2034Im 1233 Im/W 126.3 Im/W

5700K 16.9W 16.5W 2030lm 2030Im 120.1 Im/W 123.0 Im/W
SENSOR / DALI DRIVER

Standby . Standby Charge / .
POWER Main Lamp q Main Lamp On
CONSUMPTION _Charge/ on Main Lamp on@ @ Min.10% LUMEN OUTPUT LUMENS / WATT
Main Lamp On Min. 10%

OUTPUT L10 MAINS L10 MAINS L10 MAINS L10 MAINS
_ 16.8W 16.5W 3.4W 29W 1834Im 1834Im 109.2 Im/W m.2 Im/W

4000K DEFAULT 16.4W 160W 3.4W 29W 1889Im 1889Im n52 Im/W 17.3 Im/W

5700K 16.9W 16.5W 3.4W 29W 1860Im 1860Im 0.1 Im/W 2.7 Im/W

_ 2330 _
84

Dimensions (mm)

*Warranty information located at: https://clevertronics.co.uk/clevertronics-uk-warranty-statement
The product details described in this document are current as at the version date of the document. We reserve the right to change product design, specifications or materials
(Specifications) as part of our continuous improvement program. Please confirm the applicable Specifications at the time of placing your order.
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