CQ Clevertronics

ARGONAUT SQUARE PRO

Pro Square LED
Emergency Light

Argonaut Square Pro is a resilient IP65 and
IK10-rated emergency luminaire designed for car

parks, stairwells, corridors and exposed outdoor

areas. Its square die-cast construction and
polycarbonate diffuser ensure durability and strong
visual performance across a range of applications.
Equipped with L10 Nanophosphate battery
technology, it delivers long operating life,
dependable emergency readiness and minimal

maintenance requirements.

Backed by a 10-year warranty, Argonaut Square Pro Features and Benefits
provides a robust and long-lasting lighting solution

for demanding environments.
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ARGONAUT SQUARE PRO

ORDERING INFORMATION Lio MAINS

g Standard - White ARGOSQPRO-LIO ARGOSQPRO
EL( Motion Sensor ARGOSQPRO-SEN-LIO ARGOSQPRO-SEN
§ DALI-2 Driver ARGOSQPRO-DD-LIO ARGOSQPRO-DD
g Clevertest Plus Systemn Compatible Yes -

§ DALI-2 Emergency* ARGOSQPRO-L10-D2 -

Q Zoneworks® HIVE ARGOSQPRO-LIO-HVG -

Carton Quantity
Weight - single (carton) 3.5kg (14.5kg)

Dimensions (L x W x H)

32Imm x 321mm x 97mm

3.3kg (13.8kg)

* For motion sensor version add -SEN to the product code as per following example: ARGOSQPRO-SEN-L10-D2, or DALI Driver: ARGOSQPRO-DD-L10-D2

TECHNICAL SPECIFICATIONS L10 MAINS
Construction - Base Die-cast Aluminium

Construction - Diffuser UV Stabilsed Polycarbonate

Voltage (V) Frequency (Hz) 220-240V (50Hz)

Power Consumption (Standby / Max) 0.4W /21.6W 21.2W

Lamp

Lamp(s) (CCT/Life)

LED Module
4000K Cool White, (CRI) Ra>80

L70/B50 Ta 40°C; Reported >60,000hr, Projected 205,000hrs
LL80/B20 Ta 40°C; Reported >60,000hr, Projected 100,000hrs
.90/B10 Ta 40°C; Reported 43,000hr, Projected 43,000hrs

Nominal Lumen Output 3242Ilm 3242Im
Operating Temperature 0°c to 40°c
Ingress Protection Rating (IP) P65
Impact Rating (IK) IK10
EMERGENCY SPECIFICATIONS L0 LUMINAIRE CLASSIFICATION L10
Operating Mode Sustained
Without Automatic Testing X 2 AD 180
Battery Type Lithium Nanophosphate
Voltage (V) / Capacity (mAh) 3.3V /7500mAh
With Automatic Testing X 2 ADF 180

Charging Method Intelligent current limited constant voltage
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*Warranty information located at: https://clevertronics.co.uk/clevertronics-uk-warranty-statement

The product details described in this document are current as at the version date of the document. We reserve the right to change product design, specifications or materials
(Specifications) as part of our continuous improvement program. Please confirm the applicable Specifications at the time of placing your order.
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